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1. FLANGE BACK—UP RINGS AND HARDWARE WITHIN THE LANDFILL SHALL BE 316 STAINLESS STEEL.
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BACKUP RINGS AND HARDWARE OUTSIDE THE LANDFILL SHALL BE DUCTILE IRON AND ZINC PLATED, RESPECTIVELY.

2. VALVE SEALS SHALL BE FKM.

3. STEM EXTENSION SHALL BE CARBON STEEL WITH BAKED EPOXY COATING, HOUSING SHALL BE PVC.

4. FOR VALVE LOCATIONS WITHIN ROADWAY PROVIDE GATE VALVE BOX AND REMOVABLE WHEEL OPERATOR.

Flow Control Valve

Not to Scale

12" INTERMEDIATE COVER

12" BENTONITE

SEAL
12” SAND/GRAVEL 9 e
FILTER -5 =

8"¢ SCHEDULE 80
PIPE JOINT

8”9 SCHEDULE 80 — |
SLOTTED PVC PIPE

(SEE NOTE)

8"¢ PVC
END CAP

- VARES —— =

NOTE:

l_— N - N

/— BALLAST STONE

VARIES
WELL SCHEDULE
TO BE DETERMINED PRIOR
TO CLOSURE CONSTRUCTION

1. PIPE PERFORATED WITH SLOTS %" TO J4” WIDE BY 8" LONG. FOUR SLOTS
PER ROW SPACED 90° APART, WITH ADJACENT ROWS OFFSET BY 45"

Vertical Gas Extraction Well

Not to Scale

|

COVER
'; o 0.4 MIN. %
B 6"X6"X6 ® ®
-\\,‘ ' HDPE TEE\_ ‘\.‘_ 5
: ;N 6”9 HDPE 90 —

77\ CONCENTRIC ~ ELBOW FITTIN [
= oee
\ REDUCERS AS || /
\ NECESSARY | (/
l\ é\ = ([T 1 [T \6”(2) HDPE PIPE /
‘ \Ex'\st\'mg N 6”X6"X6" TEE
| Header =00
\ X A
v 6" MIN. Ld  { /’
‘:‘-\\—/’)‘1\ o E —
‘\r‘ :{ ,,,,, S r/ /
< < &2
\ 00500 Ao
2’ 31
\ MIN. MIN.
\ —
~ [
N — ~
8”9 HDPE 90° t—— e — — _&

ELBOW (TYP.)

Condensate Trap Detail

SWEEP 4"¢ HDPE
CONDENSATE DRAIN PIPE TO
EXISTING PRIMARY LEACHATE
COLLECTION PIPE OR
PERFORATED PIPE DRAIN

(11 %7»\ BALLAST STONE

NOTES:

1. ALL CONNECTIONS ARE TO BE BUTT

FUSION—WELDED UNLESS
ALTERNATIVE APPROVED BY THE
ENGINEER.

2. THE INTENT IS THAT THE ENTIRE
TRAP EXCAVATION BE BACKFILLED
WITH CRUSHED STONE.

3. CONTRACTOR SHALL FILL TRAP WITH

WATER PRIOR TO PLACING TRAP IN
SERVICE.

CONDUCTIVE BURIED BACKFILL WITH
PIPE WARNING TAPE /__
COMPATED
10 OZ. NONWOVEN MSW
GEOTEXTILE\ 3 (TYP)

COMPACTED SCREENED TILL —|_\_;____|
BACKFILL OVER PIPE |l If 12
(2 HDPE PIPE —I :
. @ |
s T o
1.5D *

NOTES: (18" MIN.)

1. SCREENED TILL SHALL BE ON—SITE SOIL SCREENED TO 1" MINUS.
2. ALL HEADER AND LATERAL PIPING SHALL BE INSTALLED WITH A MINIMUM PITCH OF 5
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